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HAND-GLAZED TILES

Technical Data:

Characteristic:

Product description
Glazed, extruded devitrified ceramic wall tiles manufactured using a single-firing process. As each 
tile is glazed by hand and produced in batches, variation in colour, pattern and texture is an 
inherent characteristic of the product.

Manufacturer-declared dimensional tolerances: ±2 mm for length, width and thickness.

Technical performance has been determined using the ISO 10545 test methods applicable to EN 
14411 Group AIa extruded ceramic wall tiles.

Water absorption

Standard: Result:

ISO 10545-3Water absorption 0.1%

ISO 10545-4Breaking strength 2192 N

ISO 10545-4Modulus of rupture (average) 49 N/mm²

ISO 10545-4Modulus of rupture (individual minimum)  44.2 N/mm²

ISO 10545-8Coefficient of linear thermal expansion 9.9–10.0 × 10^-6 /°C

ISO 10545-10Moisture expansion 0.0 mm/m

ISO 10545-11Crazing resistance resistant, no visible effects

ISO 10545-12Frost resistance resistant, no visible effects

EN 13501-1Reaction to fire Class A1

ISO 10545-13Chemical resistance: household 
chemicals and swimming pool salts

Class A, no visible effects

ISO 10545-13Chemical resistance: low concentrations 
of acids and alkalis

Class LA, no visible effects

ISO 10545-13

Chemical resistance: high concentrations 
of acids and alkalis

ISO 10545-14Resistance to stains Class 5, no discernible change

	 Hydrochloric Acid (18% v/v) Class HB (V), visible effects

Requirement:

ISO 10545-13	 Potassium Hydroxide (100 g/l) Class HA, no visible effectsISO 10545-13

Eb <0.5%

Not less than 1300 N

Minimum 28 N/mm²

Minimum 21 N/mm²

Declared value

Declared value

Pass according to ISO 10545-1

Pass according to ISO 10545-1

Minimum Class B

Declared value

Declared value

Declared value

	 Lactic Acid (5% v/v) Class HA, no visible effectsISO 10545-13 Declared value

Minimum Class 3

Class A1 or A1FL

ISO 10545-9Thermal shock resistance not resistantPass according to ISO 10545-1


